> PBOOL—125/135-7.5
A 0€M. INC. CURRENT LIMITING FUSE

SPECIFICATION SHEET FOR NON—STANDARD AEM FUSE PRODUCT

CLEAR—TIME LIMITS CURRENT DERATING LIMITS
250% OVERLDAD 0.1 — 4.0 SECONDS % 1on
4007% OVERLOAD 0.008 — 0.048 SECONDS % Bl
600% OVERLOAD 0.0008 — 0.008 SECONDS 5 el
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-5 -3% -15 5 25 45 63 85 105 125 140
COLD RES'STANCE (_,_250 C) CASE TEMPERATURE (DEGREES C.)
0.0165 to 0.0275 OHMS LOT SCREENING REQUIREMENTS

1. 100% GROUPF A INSPECTIOCN PER AEM P60OL SFECIFICATION.

Z. BURN=IN TESTING CONDUCTED AT 80% RATED CURRENT.

3. X—RAY INSPECTION PER AEM P80CL—R SPECIFICATION.

4. GROUP B INSPECTION CONDUCTED PER AEM P60CL SPECIFICATION.

je— 625 MAX,—=

Ae—

7 2 MOLDED CASE
7 i3 .040 968% ALUMINA SUBSTRATE

440 MAX SOLDER FILLET

051+.002 DIA. CDA—102 SOFT COPPER
GOLD PLATED PER MIL-G—45204

SECTION A—A

.
| | L
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:

350010 OUTLINE & SECTIONAL VIEW

1-— 125 TYR,

T 1525 TYP.
325 MAX, ¥ 2] NOTE:

l 1. ALL DIMENSIGONS ARE IN INCHES.
—=f = 032 TYP.

DWG: 487034 REV: C ECN 2128

AEM INC. s 113525 Sorrento Valley Rd., San Diego, CA 92121 s 858—481-0210 s FAX: 858—481-1123



> PBOOL—125 /135-15.0
A 0€M. INC. CURRENT LIMITING FUSE

SPECIFICATION SHEET FOR NON—STANDARD AEM FUSE PRODUCT

CLEAR-TIME LIMITS CURRENT DERATING LIMITS
250% OVERLDAD 0.1 — 5.0 SECONDS = 1o
400% OVERLOAD 0.01 — 0.06 SECONDS g o
B00% OVERLDAD 0.001 — 0.010 SECONDS B
£ an
E 20
* 0
-9 =35 -1 S5 25 4 63 85 105 1253 130
COLD RES'STANCE (+25oc) CASE TEMPERATURE (DEGREES C.)
0.0090 to 0.0130 OHMS LOT SCREENING REQUIREMENTS

1. 100% GROUPF A INSPECTIOCN PER AEM P60OL SFECIFICATION.

Z. BURN=IN TESTING CONDUCTED AT 80% RATED CURRENT.

3. X—RAY INSPECTION PER AEM P80CL—R SPECIFICATION.

4. GROUP B INSPECTION CONDUCTED PER AEM P60CL SPECIFICATION.

je— 625 MAX,—=

Ae—

7 2 MOLDED CASE
7 74 .040 968% ALUMINA SUBSTRATE

440 MAX SOLDER FILLET

051+.002 DIA. CDA—102 SOFT COPPER
GOLD PLATED PER MIL-G—45204

SECTION A—A

.
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:

350010 OUTLINE & SECTIONAL VIEW

1-— 125 TYR,

T 1525 TYP.
3256 MAX. ¥ )

NQTE:
1. ALL DIMENSIONS ARE IN INCHES.

—=t p=— 032 TYF.

DWG: 487035 REV: ¢ ECN 2129

AEM INC. s 113525 Sorrento Valley Rd., San Diego, CA 92121 » 858—481—-0210 s FAX: 858—-481-1123



A PBO0L—125/135-10.0
& AEM. INC. CURRENT LIMITING FUSE

SPECIFICATION SHEET FOR NON—STANDARD AEM FUSE PRODUCT

CLEAR—TIME LIMITS CURRENT DERATING LIMITS
250% OVERLDAD 0.1 — 4.0 SECONDS % 1on
400% OVERLOAD 0.008 — 0.048 SECONDS % Bl
600% OVERLOAD 0.0008 — 0.008 SECONDS 5 o0
£ 40
E 20
&
o]
-3 -3% 15 5 25 45 65 8 105 125 150
COLD RES'STANCE (_,_250 C) CASE TEMPERATURE (DEGREES C.)
0.0120 to 0.0200 OHMS LOT SCREENING REQUIREMENTS

1. 100% GROUPF A INSPECTIOCN PER AEM P60OL SFECIFICATION.

Z. BURN=IN TESTING CONDUCTED AT 80% RATED CURRENT.

3. X—RAY INSPECTION PER AEM P80CL—R SPECIFICATION.

4. GROUP B INSPECTION CONDUCTED PER AEM P60CL SPECIFICATION.

je— 625 MAX,—=

Ae—

7 0 MOLDED CASE
7 7L .040 968% ALUMINA SUBSTRATE

440 MAX SOLDER FILLET

051+.002 DIA. CDA—102 SOFT COPPER
GOLD PLATED PER MIL-G—45204

SECTION A—A

.
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.
:

350£.010 OUTLINE & SECTIONAL VIEW

125 TYR,

T 1525 TYP.
3256 MAX. ¥ )

NQTE:
1. ALL DIMENSIONS ARE IN INCHES.

DWG: 487038 REV: ¢ ECN: 2129

AEM INC. s 113525 Sorrento Valley Rd., San Diego, CA 92121 » 858—481—-0210 s FAX: 858—-481-1123



